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Class 120 adjustment certificate integrated into the  
data logger’s memory in pdf format

Calibration certificate available for the entire range  
upon request

DEVICES / 
CHARACTERISTICS KT50 KH50 KT120 KH120 KT220 KH220 KTT220 KT320 KP320/321 KCC320 KPA320 KTT320

Storage capacity 
number of points 16,000 50,000 1,000,000 2,000,000

Internal 1 2 1 2 1 3 - 1 1 4 3 -

External input - - - - 1 1 2 2 - - - 4

Impermeability IP65 IP40 IP65 IP40 IP65 IP40 IP54 IP65 IP40 IP54

Internal sensor

Max no. of  
channels 1 2 1 2 3 5 2 5 1 4 3 4

Temperature                     

Humidity

2 inputs 
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Air quality  

Pressure

Light

Current / Voltage
Pulse

Water pressure   

Atmospheric 
pressure

Remote probes no   Interchangeable probes     Smart plug | smart probes

Battery life 500 d* 365 d* 3 years* 500 d* 4 years* 7 years* 3 years* 7 years*

Anti-theft device - -

Magnetic fastening yes

 Kilog-lite free

 Kilog-PDF no yes no

 Kilog Comprehensive Kilog data processing software (Optional)

Data Logger app 
Bluetooth® no yes 

Station 
Compatibility yes no yes

COMPACT NOMADE FIELD EXPERT

yes yesno no

COMPARISON

* For a recording rate of one point every 15 minutes at 25°C

Certificates


